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FEDERARM 
SPRING LOADED ARM
DAAF 60120

Der Federarm ist optimal geeignet, um in Kombination mit 
Messrad und Drehgeber bei einem höheren Federweg eine 
präzise und zuverlässige Längenmessung zu gewährleis-
ten.Durch die 6 Befestigungbohrungen die um jeweils 60° 
versetzt auf einem Teilkreis von 48 mm angebracht sind, ist 
eine optimale Ausrichtung und Montage des Drehgebers 
sichergestellt. 
Der Federarm kann von beiden Seiten montiert werden, 
somit ist die Richtung der Federbelastung änderbar. 
Die Vorspannung und der sich daraus ergebende Anpress-
druck kann durch die beiden vorderen Schrauben individu-
ell angepasst werden und ist über die Skalierung ablesbar.

The spring loaded arm is ideally suited to ensure precise 
and reliable length measurement in combination with the 
measuring wheel and encoder at a higher spring distance. 
6 mounting holes, each offset by 60° on a pitch circle of 
48 mm, ensure optimum alignment and mounting of the 
encoder. 
The spring loaded arm can be mounted from both sides, 
so the direction of the spring load can be changed. 
The preload and the resulting contact pressure can be indi-
vidually adjusted by the two front screws and can be easily 
viewed on the scale. 
 

Technische Daten / technical data DAAF 60120
Werkstoff / material Aluminium, eloxiert / aluminium, anodised

Temperaturbereich/ temperature range °C -30/  + 60

Gewicht/ weight g 380
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ca. 5/10/15/20/25/30 N 
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