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WENDELKUPPLUNG 
HELIX COUPLING
WKAS 6508/1015/1218

Bohrungskombinationen / bore combinations

WKAS 6508

d1 / d2 1 1,5 2

1 X X X

1,5 X X

2 X

Bestellbeispiel / Example 
WKAS 6508 1,5/02

Bohrungskombinationen / bore combinations

 WKAS 1218

d1 / d2 2 3 4 5

2 SO SO X SO

3 X X SO

4 X X

5 SO

Bestellbeispiel / Example 
WKAS 1218 04/05

Bohrungskombinationen / bore combinations 

WKAS 1015

d1 / d2 2 3 4 5

2 X X X X

3 X X X

4 X SO

5 SO

Bestellbeispiel / Example 
WKAS 1015 03/04

Technische Daten / technical data WKAS 6508 WKAS 1015 WKAS 1218

max. Drehzahl / max. speed min-¹ 8.000 8.000 8.000

max. Drehmoment / max. torque Ncm 2 15 25

max. Wellenversatz / max. offset off shafts

radial / radial mm ± 0,1 ± 0,15 ± 0,15

axial / axial mm ± 0,15 ± 0,2 ± 0,25

angular / angular Grad ± 2 ± 2 ± 2,5

Drehfedersteife / torsion spring stiffness Nm/rad 0,55 2,2 2,8

Radialfedersteife / radial spring stiffness N/mm 24 22 28

Trägheitsmoment / moment of inertia gcm2 0,02 0,34 0,83

max. M der Schrauben / max. clamping torque Ncm 8 15 35

Temperaturbereich / temperature range °C -30 / +150 -30 / +150 -30 / +150

Gewicht ca. / weight appr. g 0,5 2,4 4

Werkstoff / material Aluminium / aluminium

SO = Sonderbohrungen gegen Aufpreis  
SO = special bores at extra charge

M = Anzugsmoment der Gewindestifte/ tightening torque of the set screws  
Wendelbereich freigedreht ab Ø 5 mm / helix area free turned from Ø 5 mm

Schraubnaben Screw hubs

Schutzvermerk nach DIN ISO16016 beachten NameDatum

Gepruef t

am

Copying of this document, and giving it to others and the use or
communicat ion of the contents thereof, are forbidden without
express authority. Of fenders are liable to the payment of damages.
All rights are reserved in the event of the grant of a patent or
the regist rat ion of a ut ility model or design.

Ers. f . Zchg. :
Zur Verwendung freigegeben
von

Aend.-Nr. Datum NameIndex

Erstellt

Gewicht :
Artikel :

Zchg.-Nr. : Blatt

Werkstof f :

Volumen :

Ma stab

CAD :

ABP- Antriebstechnik GmbH
Leopoldstr.1

78112 St. Georgen Wendelkupplung_WKAS_1015_02_04
A4

17.02.2020 C.Fehrenbach

875,408 mm̂3 0,002 kg
Inventor 2016

2 : 1

WKAS 6508

1,3

8

Ød1H8 Ød2H8 
Ø6,5

Gewindestifte/ set screws
M 1,6x2  ISO 4029 (2x) 
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WKAS 1015

2

15

Ød1H8 Ød2H8 
Ø10

Gewindestifte/ set screws
M 2x3  ISO 4029 (2x)
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Ød1H8 Ød2H8 
Ø12
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2,5
Gewindestifte/ set screws
M 2,5x3  ISO 4029 (4x)
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